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OBSERVATION EQUIPMENT 

Descrip on: 

The model AKG‐F‐PTFE is a full view, flanged sight flow indicator, available with a PTFE 
flange lining or PFA flange coa ng for ul mate corrosion resistance.  It provides full 
360 degree viewing of process media for maximum visibility of system fluid.  Units are 
best suited for ver cal applica ons, but horizontal moun ng is allowed when no 
mechanical force is exerted on the glass cylinder.  Standard sizes range from 1/2” 
through 12”.  End connec ons are standard 150# ASME flanges.  Standard flange 
materials are zinc plated carbon steel or 316 SS, with other materials available as an 
op on.  Standard tubes are borosilicate, and gaskets are PTFE envelope with silicone 
insert.   

Opera ng condi ons: 

Lined and coated units are designed for full vacuum and pressure ra ngs as shown in 
the table below.  Temperature ra ng is 350°F.   

Op ons and accessories:   

Models can be supplied with the following op ons and accessories: 

 Impact resistant protec ve shield is op onal.   

 Non‐standard overall lengths (either shorter or longer) are available.   

MODEL AKG‐F‐PTFE– FULL VIEW, FLANGED SIGHT FLOW INDICATOR 
  ‐ LINED OR COATED 

Size: 
005:  1/2” 
007:  3/4” 
010:  1.0” 
020:  2.0” 
025:  2.5” 

030:  3.0” 
040:  4.0” 
060:  6.0” 
080:  8.0” 
100:  10” 
120:  12” 

End Flange: 
A:  Carbon Steel 
B:  304 SS 
C:  316L SS 
J:  Alloy C276 
K:  Alloy 20 

Seal Gasket: 
19: PTFE Env. Silicone 
20: PTFE Env. Viton 

Sight Tube: 
A: Borosilicate 
C: Quartz  
E: Acrylic  

Accessories: 
Q:  PTFE Lining 
U:  PFA Coa ng 

*Contact ARCHON for addi onal material op ons, temperature ra ngs or special configura ons. 

Ordering Informa on:* 

 Model:  AKGF       __  __  __    __       __  __   __        __       __ __ 

Configura on: 
00: Standard 
01 ‐ 99:  Special 

Flange Size “A” “B” “L” Max. Pressure 

1/2” 3.5” 3.1” 4.13” 150 

3/4” 3.88” 2.8” 4.13” 150 

1.0” 4.25” 2.5” 4.13” 150 

1.5” 5.0” 2.5” 4.13” 120 

2.0” 6.0” 3.3” 4.88” 100 

3.0” 7.5” 3.5” 5.5” 100 

4.0” 9.0” 5.6” 7.63” 70 

6.0” 11.0” 8.0” 10.13” 45 

8.0” 13.5” 11.3” 13.5” 25 

10.0” 16.0” 12.0” 14.25” 20 

12.0” 19.0” 11.8” 14.38” 20 

DS‐OE.023  09/2021 


