NOTES:
1. LUMINAIRE CAN BE SUPPLIED FOR USE WITH AC OR DC POWER
   AC VOLTAGE: 120/220/277 VAC; DC VOLTAGE: 8-36 VDC
2. SEE INSTALLATION/OPERATION INSTRUCTIONS FOR WIRING INFORMATION
3. UNIT WILL BE PROVIDED WITHOUT SWITCH FOR 277 VAC OPERATION
4. SEE DWG LUM17-9502 FOR BRACKET MOUNT INFORMATION

ARCHON INDUSTRIES, INC
7.8 LENGTH WITH ADAPTER
7.10 LENGTH WITHOUT ADAPTER

LUM17 LUMINAIRE SHOWN WITH OPTIONAL MOUNTING ADAPTER
ADAPTER SIZES AVAILABLE ARE 2", 3", AND 4"

ADAPTER SEAL
SSTC LENS AND CUSHION GASKET
INNER GLASS LENS AND SEAL
MOUNTING ADAPTER TRI-CLAMP DESIGN, 304 SS

LUMINAIRE CAN BE SUPPLIED FOR USE WITH AC OR DC POWER
AC VOLTAGE: 120/220/277 VAC; DC VOLTAGE: 8-36 VDC

GLASS LENS AND CUSHION GASKET SUPPLIED AS STANDARD ITEMS WITH TRI-CLAMP ADAPTER

REMOVE (2) #10-32 SCREWS TO REMOVE REAR COVER AND ACCESS WIRING COMPARTMENT

CONDUIT CONNECTION (NPT) AVAILABLE
CORD GRIP ALSO AVAILABLE

DO NOT SCALE DRAWING UNLESS OTHERWISE SPECIFIED
DIMENSIONS IN INCHES
DECIMALS .030
FRACTIONS 1/64
ANGLES ±.5
DIMENSIONS AFTER PLATING OR COATING
SURFACE ROUGHNESS NOTED
FINISH: NONE
MATERIAL: NOTED

ARCHON INDUSTRIES, INC
357 SPOOK ROCK ROAD
SUDDEN, NY 10901
(845) 368-3600
FAX (845) 368-3040

LUMINAIRE, TRI-CLAMP MOUNT, LUM17-1000

LUM17-9501